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Abstract. The article analyses the influence of product geometry on adaptation processes 

occurring during the formation of the structure of building composite materials at various stages of their 

manufacture and operation. It is shown that the geometric parameters of the product not only determine 

the spatial boundaries of the material, but also form its outer surface as an independent structural element 

that actively participates in the processes of structure formation. It is through the interaction of the outer 

surface with the volume of the material that the redistribution of thermal, mechanical and deformation 

influences is realised, which determines the specifics of the distribution of stresses and deformations in 

the product, and also influences the formation and development of internal distribution surfaces. 

It is demonstrated that changes in product geometry significantly alter stress localization, the 

intensity of deformation processes, and the nature of microcrack formation. Active structural 

elements, including internal separation surfaces, pores, and microcracks, are considered key 

components of adaptive mechanisms, as they ensure stress redistribution and enhance the material’s 

ability to adapt to external influences without loss of integrity. 

To investigate these processes, a graphical-analytical method is applied, enabling clear 

visualization of deformation distribution and identification of stress concentration zones. In addition, 

image analysis methods and evaluation of the damage coefficient are used to provide a quantitative 

assessment of the level of structural changes and the adaptive capacity of the composite material. 

In conclusion, it is established that product geometry, together with technological formation 

parameters, significantly determines the material structure and its performance characteristics, 

including strength, crack resistance, and durability. Moreover, the obtained results can be used in the 

design of building products with complex shapes to predict their behavior under operational loads. 

Consideration of geometric factors makes it possible to optimize the composition and structure of 

composite materials, increase their reliability, reduce damage levels, and ensure more efficient use of 

material resources in the construction industry. This opens prospects for further research and the 

implementation of adaptive materials in modern construction and engineering structures. 

Keywords: adaptation, cracks, composite, deformations, product shape, structure formation, 

surfaces of partition. 

 

Introduction. Ensuring the functionality of products made from composite building materials, 

as well as preserving their integrity, is determined by continuous dynamic processes of structure 

formation [1, 2]. The material undergoes adaptive changes due to dynamic changes in external 

conditions and internal states [3]. Active structural elements, which include internal distribution surfaces, 

cracks, as well as local and integral residual (initial, technological, genetic) deformations, selectively 

participate in adaptation processes [4]. Active elements that form a single system with other elements of 

the material structure can transform against the background of changes in the distribution of residual 

deformations. Transformed elements adapt to each other, to their environment and to changes in the 

deformed state – unique adaptation processes are implemented. Thus, a change in the parameters of some 

elements provokes a certain reaction from others, which ensures the non-stationarity of the structure 

formation processes – unique adaptation phenomena as the ability of the system to develop according to 

the principle of "from the achieved" in such a way as to preserve its basic properties through adaptive 
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transformation. One way to influence the organisation of the material structure is to change the geometric 

shape of the product [5, 6]. To ensure one or more properties of products made of building composites, 

an unlimited number of structures can be selected. The properties of a material of the same composition 

under the same curing conditions vary depending on the design features of the products. One of the 

reasons for this change in properties is residual local and integral deformations. Residual deformations 

are present in products made of fibre-reinforced composites and are caused by differences in the thermal 

expansion (or shrinkage) coefficients of the components of the composite materials [7, 8]. During the 

technological period of material formation, the physicochemical processes of mineral binder hydration, 

polymerisation and polycondensation reactions of polymeric materials, and the hardening of metals and 

other materials are accompanied by volumetric deformations [9, 10]. Volumetric changes should be 

considered as aggregate processes with many components that arise and develop in materials of different 

nature and purpose during their processing into a product and during the action of operational loads [11]. 

The locations and nature of residual deformation gradients in terms of magnitude and direction depend 

on the geometry of the products, which can initiate the formation of technological cracks and determine 

the conditions for the formation of the stress-strain state of the finished product [12, 13]. At the same 

time, the material implements processes of structural adaptation to the changes that have occurred to 

ensure the integrity and functionality of the product. Targeted changes in the geometry of the product 

will minimise deformation gradients, which, in turn, will make it possible to control technological 

damage to products and regulate their physical and technical characteristics. The aim of the work is to 

investigate the influence of changes in the shape of products on the formation of the structure of materials 

as an adaptation process, which will allow further improvement of the characteristics of products by 

selecting their geometric configurations. 

Analysis of recent studies and publications. In modern materials science research, the 

formation of a material's structure is considered to be a process of mutual adaptation of the geometry 

of the product and the internal structure of the material under the action of loads and boundary 

conditions [14]. It has been shown that the geometric shape of the product significantly affects the 

distribution of stresses and strains, as well as the configuration of the internal distribution surfaces 

and areas of localised deformation [14, 15]. 

A number of studies have established that changes in the geometric parameters and curvature of 

the sample surfaces lead to a restructuring of the internal structure of the material and affect the nature 

of crack initiation and propagation, confirming the adaptive nature of structure formation [15, 16]. 

Numerical studies using the finite element method demonstrate the possibility of controlling the 

localisation of deformations and failure scenarios by optimising the geometry of the product [17]. 

Thus, modern publications confirm the expediency of considering the formation of material 

structure as an integral adaptive process determined by the interaction of product geometry and material 

properties. At the same time, the issues of purposeful control of structure through changing the geometric 

shapes of the product remain insufficiently studied, which determines the relevance of this research. 

Purpose and objectives of the study. The purpose of the study is to determine the influence of 

the geometric shape of the product on the formation and adaptation of the mesh of internal distribution 

surfaces, the nature of the distribution of deformations and stresses in the material in order to reduce 

the probability of destruction and increase the strength and reliability of products. 

Research objectives. To investigate the dependence of the distribution of internal stresses and 

strains in the material on the geometric shape of the product; to establish the influence of the curvature 

of the lines and surfaces of the sample on the configuration and density of the internal distribution surface 

mesh; to analyse the nature of crack initiation and propagation under different geometric conditions; to 

identify patterns of adaptation of the internal mesh structure to the boundary conditions set by the shape 

of the sample; to evaluate the possibilities of controlling this structure by changing the geometry of the 

product in order to redistribute stresses and strains and reduce the probability of failure. 

Materials and methods. The analysis was performed on cement samples with different 

geometric characteristics. The dimensions and shapes of the samples are shown in Fig. 1. Fig. 2 shows 

rectangular samples with cracks cut into the finished sample (Fig. 2, a) and cracks formed during the 

sample formation process (Fig. 2, b). 
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Fig. 1. Types and geometric parameters of models 

 

The distribution of deformations was analysed using a graphical-analytical method, which is 

used to study the distribution of shrinkage deformations and shrinkage kinetics when changing the 

shape of a sample [17]. The use of the graphical-analytical method facilitates the analysis of 

deformations that arise due to the visualisation of their distribution. In addition, the method can be 

applied to complex shapes and materials, allowing for the consideration of design features. 

 

 
Fig. 2. Types and geometric parameters of models:  

a – sample with a sawn crack; b – sample with an embedded crack 

 

Triangular and circular cement samples were also used (Fig. 3), in which, with the help of 

tannin, internal distribution surfaces and cracks that arose during the formation of the structure and 

adaptation of the material to the shape of the product were detected. Then, using image processing 

methods [18, 19] in Scion Image software [17], the structural characteristics of the samples, including 

the damage coefficient, were determined. 

Research results. The distribution of shrinkage deformations (Fig. 3 and Fig. 4) was obtained 

for samples of various shapes and sizes using a graphical-analytical method as a result of analysing 

sample models (Fig. 1 and Fig. 2). In the sample that had already gained strength, in Fig. 4, c, cracks 

formed, and in the sample in Fig. 4, d, cracks formed at the initial stage of product formation. To 

construct deformation diagrams, a cross-section passing through the axis of the model and 

perpendicular to its end face was selected for each model (Fig. 3 and Fig. 4). 

 

 
Fig. 3. Formation of the distribution of technological deformations in models during the structure 

formation process: a – first stage; b – model fragment 
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It should be noted that when analysing using the graphical-analytical method, the material is 

considered as an isotropic and continuous medium. In this case, a point lying on the boundary interacts 

with all points belonging to its own boundary and with all ‘visible’ points on the surface of the sample 

and on the boundary with voids [20]. Comparing the diagrams of shrinkage deformation distribution 

in Fig. 3 and Fig. 4, it can be noted that the nature of the formation of residual deformations 

(technological, initial, and hereditary) significantly depends on the geometric characteristics of the 

product samples. The introduction of a coordinate system made it possible to construct the absolute 

direction of movement of all points of the models, taking into account their geometric features. The 

movements of the points were reduced to a single scale for quantitative evaluation of the results 

obtained. In each model, the value of the movement of the point associated with the x-axis was taken 

as a unit. The applied methodology allows for a qualitative assessment of the change in the nature of 

the distribution of residual deformations with the identification of parameters such as the relative 

magnitude of deformations and the direction of their action through the angle ⱷ. 

 

 
Fig. 4. Formation of the distribution of technological deformations in models during the formation 

of the structure: a – formation of the distribution of technological deformations in model no. 1;  

b – formation of the distribution of technological deformations in model no. 2; c – formation of the 

distribution of technological deformations in model no. 3; d – formation of the distribution of 

technological deformations in model no. 4 

 

Each model, depending on its shape, develops an individual distribution pattern of technological 

deformations, as can be seen in Fig. 3 and Fig. 4. The configurations of the outer edge of the models 

cause the appearance of deformation gradients (Fig. 3, a and Fig. 4). The curvature of the distribution 

boundary creates conditions for the concentration of multidirectional deformations at points of maximum 

shape change. 

Analysis conducted using the graphical-analytical method allows us to conclude that the 

formation of the deformation distribution structure of the process is a kinetic process accompanied 

by constant changes in the configuration of the internal distribution surfaces. The prerequisites for 

the formation of technological cracks and internal distribution surfaces arise in areas of greatest shape 

change due to the concentration of multidirectional deformations. 

Cement samples with a pronounced structure were used for visual observation of the structure 

formation process (Fig. 5). The geometric characteristics of the products were determined using 

models of a given shape (Fig. 1 and Fig. 2). 

Fig. 5 shows that the distribution of internal surfaces and cracks depends largely on the shape 

of the sample, which confirms the results of the analysis of residual deformation distribution in model 

samples using the graphical-analytical method. 
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Fig. 5. Distribution of internal deformations and cracks in samples of different shapes:  

a – triangular; b – round sample 

 

It should be noted that one aspect of the formation of composite materials is the formation of 

cracks, internal separation surfaces and pores in samples and products. Since products are 

characterised, on the one hand, by their individual shape and, on the other hand, by the composition 

and structure of the composite, all these factors interact to determine the crack resistance and porosity 

of the products and, in this case, the distribution of internal separation surfaces. As shown above, 

shrinkage deformations are a factor that significantly determines their formation. Thus, samples of 

different shapes made from the same material, and even different areas of the same asymmetrical 

sample, have completely different geometric characteristics of the active elements of the structure. 

The facts considered can be confirmed by computer processing of images of the samples under 

study, the first stage of which is the ‘development’ of the pattern of internal distribution surfaces 

surrounding each discrete module. The image was converted to a grey scale, the brightness level was 

adjusted using the rolling sphere method, the boundaries were highlighted, and a median filter was 

applied. The result is images similar to those shown in Fig. 6. 

 

 
Fig. 6. The revealed pattern of distribution of internal surfaces and cracks in samples of different 

shapes: a – triangular; b – round sample 

 

After dividing the samples according to threshold values, damage coefficients were determined in 

local geometrically heterogeneous areas with significantly different shrinkage deformation models 

resulting from the geometric heterogeneity of the studied areas. Thus, for the triangular sample (Fig. 6, a), 

the parts containing the apex of the triangle (Fig. 7, a) and the base (Fig. 7, b) were studied separately, 

and for the circular sample (Fig. 6, b), the central (Fig. 7, c) and peripheral parts (Fig. 7, d) were studied 

separately. 
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Fig. 7. Examined images of local areas of original samples with different crack distributions and 

internal distribution surfaces: a – apex of the triangle; b – base of the triangle; c – centre of the 

circular sample; d – periphery of the circular sample 

 

The damage coefficient was estimated using the cumulative polygon method. For the analysed 

fragments on a black background (Fig. 7), histograms were constructed, and then cumulative 

polygons were constructed on their basis, which visually correspond to some curves. An example of 

construction for the extreme left fragment (Fig. 7, a) is shown in Fig. 8. 

 

 
Fig. 8. Illustration of the image processing stage using the cumulative polygon method 

 

On the curve corresponding to the polygon, the point of greatest curvature was determined, as well 

as the maximum number of pixels corresponding to the projection area of the sample under study. In the 

work under consideration, the determination of inflection points was carried out visually, but if necessary, 

it can be performed by constructing a curvature graph. It should be noted that the light lines correspond 

to the boundaries of the cross-section. Then the damage coefficient can be estimated using formula (1): 

                                                     К̃ = 𝑁𝑚𝑎𝑥−𝑁𝑏𝑜𝑟𝑑𝑒𝑟𝑠
𝑁𝑚𝑎𝑥

,                                                                (1) 

where Nmax – is the maximum number of pixels of the object under study; Nborders – is the number 

of pixels at the point of maximum curvature. 

The following data were obtained using the method described above (Table 1). 
 

Table 1 – Assessment of the damage coefficient for different sections of triangular and circular samples 

Sample under investigation Nmax Nborders  К̃ 

Base of the triangle (Fig. 6, a) 336117 260867 0,22388 

Vertex of the triangle (Fig. 6, b) 102091 60000 0,412289 

Centre of the circular sample (Fig. 6, c) 198901 136565 0,313402 

Periphery of the circular sample (Fig. 6, d) 324858 165940 0,489192 
 

The information in Table 1 clearly demonstrates that the damage coefficient varies in areas of 

products with different shapes. It is particularly high in areas where structure formation occurs under 

restricted conditions, such as wall effects and high curvature values. This highlights the importance of 

systematically considering factors such as material structure, composition and product geometry. 
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Deformations from shrinkage, especially in areas of unevenness, create a "canvas" for the formation of 

internal distribution surfaces and cracks. 

It should also be noted that the nature of the distribution of internal separation surfaces and cracks 

in the samples in Fig. 5 shows that structural blocks are formed in a continuous material environment. 

Internal separation surfaces initiate the appearance of discrete structures, and the material adapts to 

changes occurring in the system through these surfaces. The shape and configuration of these structural 

blocks, which are determined by the grid of internal distribution surfaces and cracks formed as a result 

of the structure formation processes, vary depending on the location of the material section in the sample. 

The results obtained allow us to form an idea of the structure of the material as an open, dynamic 

system capable of self-regulation under conditions of changing external and internal factors. The 

formation of an internal network of distribution surfaces is not a random process, but represents a 

regular response of the material to the non-stationary nature of shrinkage deformations that occur in 

areas with different geometric parameters. Complex-shaped products create a variety of conditions 

for the development of deformations: from local ‘stress nodes’ to areas of tension and compression 

that form around curved or sharply changing surface areas. In such cases, active structural elements 

– internal distribution surfaces, microcracks, and pores – not only arise in response to external 

influences, but also become elements of adaptation, acting as stress redistribution mechanisms. 

Analysis of the development of internal distribution surfaces in triangular and circular samples 

showed that, under other equal conditions, it is the geometric shape that determines the configuration of 

structural blocks formed in the material during solidification. In areas with high deformation gradients, 

such as vertices, curved sections, or areas with significant abrupt thickness transitions, the processes of 

distribution surface development intensify. This indicates that the structure of the material is formed 

under the influence of local conditions that are unique to a specific fragment of the product. Thus, a 

material with the same composition but different product geometry will have different structural 

characteristics, different porosity configurations and different levels of resistance to destruction. 

The interaction between the processes of structure formation and residual deformations requires 

special attention. Residual local and integral deformations, which arise as a result of shrinkage 

gradients and temperature effects, act as drivers of structural adaptation. They create conditions for 

the emergence of zones of potential destruction, but at the same time initiate adaptive changes that 

contribute to the stabilisation of the system. That is why in asymmetrical samples with complex 

shapes, structural blocks with high variability of active elements arise – this segmentation is the result 

of the system's natural response to deformation challenges that change in space. 

The information in Table 1 confirms that the damage coefficient is a sensitive indicator of local 

material adaptation. In areas with high curvature or near sharp corners, the damage coefficient is 

almost twice as high as in parts of samples with calmer geometry. This indicates that the formation 

of the composite material structure can be considered as the result of competitive interaction between 

deformation force fields and geometric constraints. Adaptive structure transformation processes 

perform a compensatory function, redistributing deformation energy through the formation of internal 

distribution surfaces, microcracks and pores. 

It should be emphasised that the adaptation mechanisms described above apply not only to 

cement composites, but also to a wide range of composite materials, including polymer, complex and 

hybrid materials. In these materials, residual deformations may be of a different nature – thermal, 

polymerisation, phase – but the general patterns of formation of active structural elements remain 

similar. Thus, the geometry of a product can be considered not simply as a final design parameter, but 

as a tool for controlling structure formation in the early stages of material formation. 

Thus, the development and arrangement of internal distribution surfaces should be considered 

as an adaptive response of the system to changes in external and internal conditions. The ability of a 

material to adapt in this way determines its durability, resistance to destruction, and effectiveness in 

difficult operating conditions. The results obtained confirm that modelling the geometric 

characteristics of products allows for targeted influence on the final structure of the composite 

material, optimising its properties and reducing the risk of critical defects. This opens up the 

possibility of creating structures with predictable behaviour and high reliability through the rational 
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selection of the product shape at the design stage. 

Conclusion. The geometric shape of the product determines the distribution of deformation in 

the material, as well as the configuration of the mesh of internal distribution surfaces and the nature 

of crack propagation. Changes in the geometry of the samples affect the nature of this mesh, especially 

near lines and surfaces of significant curvature. Controlling the structure of this mesh by changing 

the geometric shapes of the product is one way to redistribute internal stresses and deformations, and 

thus reduce the likelihood of failure. Since the geometric characteristics of the considered mesh adapt 

to the boundary conditions, which is macroscopically expressed in the form of the sample's edges, 

the analysed integral process of structure formation is an adaptive property of the product as a system. 
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ВПЛИВ ГЕОМЕТРИЧНОЇ ФОРМИ ВИРОБУ НА ФОРМУВАННЯ ТА АДАПТАЦІЮ 

СІТКИ ВНУТРІШНІХ ПОВЕРХОНЬ РОЗПОДІЛУ 
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Анотація. У статті проаналізовано вплив геометрії виробу на адаптаційні процеси, що 

відбуваються під час формування структури будівельних композиційних матеріалів на різних 

етапах їх виготовлення та експлуатації. Показано, що геометричні параметри виробу визначають 

не лише просторові межі матеріалу, а формують його зовнішню поверхню як самостійний 

структурний елемент, який бере активну участь у процесах структуроутворення. Саме через 

взаємодію зовнішньої поверхні з об’ємом матеріалу реалізується перерозподіл теплових, 

механічних і деформаційних впливів, що зумовлює специфіку розподілу напружень і деформацій 

у виробі, а також впливає на зародження та розвиток внутрішніх поверхонь розподілу. 

Доведено, що зміна геометрії виробу істотно змінює локалізацію напружень, інтенсивність 

деформаційних процесів та характер утворення мікротріщин. Активні елементи структури, 

зокрема внутрішні поверхні розподілу, пори та мікротріщини, розглядаються як ключові складові 

адаптаційних механізмів, оскільки саме вони забезпечують перерозподіл напружень і 

підвищують здатність матеріалу пристосовуватися до зовнішніх впливів без втрати цілісності. 

Для дослідження цих процесів застосовано графоаналітичний метод, який дозволяє 

наочно візуалізувати розподіл деформацій і виявляти зони концентрації напружень. Додатково 

використано методи аналізу зображень та оцінки коефіцієнта пошкодженості, що 

забезпечують кількісну характеристику рівня структурних змін і адаптивних можливостей 

композиційного матеріалу. 

У підсумку встановлено, що геометрія виробу поряд із технологічними параметрами 

формування істотно визначає структуру матеріалу та його експлуатаційні характеристики, 

зокрема міцність, тріщиностійкість і довговічність. Крім того, отримані результати можуть 

бути використані при проєктуванні будівельних виробів складної форми для прогнозування їх 

поведінки в умовах експлуатаційних навантажень. Урахування геометричних факторів дає 

змогу оптимізувати склад і структуру композиційних матеріалів, підвищити їх надійність, 

зменшити рівень пошкодженості та забезпечити більш ефективне використання матеріальних 

ресурсів у будівельній галузі. Це відкриває перспективи для подальших досліджень і 

впровадження адаптивних матеріалів у сучасному будівництві та інженерних конструкціях. 

Ключові слова: адаптація, тріщини, композит, деформації, форма виробу, формування 

структури, поверхні розподілу. 
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